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Technical data for
Sherlock (40 mm):

Product code » 1621

Baan code . LKXPPB40D

Type . Double locking
Product Features: Size A0

Shackle shut height : 17.4mm

« Body made of solid brass.

. Hardened shackle with electro-
plating resists hacksaw cutting.

« Shackle gets engaged at both ends
for greater security.

« Precision brass pin tumbler
mechanism.

« Rust resistant components ensure
smooth operation for years.

Applications:

Main door aldrops in residential and
commercial establishments
« Collapsible grills

. Self-locking action when shackle is . Suitcases
pressed « Wooden cupboards
o Trunks
. Carry bags

« Lockers, cabinets, etfc.



Sherlock (40 mm)

Material Specifications:

SrNo. Component Material Finish

Body Brass - Buffed and Lacquered

Cylinder Brass o

Pins Brass w -

Keys \ Brass

Shackle ™ Steel ; Bright nickel-plated

Bolt Brass - =
r

Shackle diameter : 6.35 mm - ‘

Thickness of key : 2.0 mm
Number of operatfing pins : 4 pairs as per key combinations

Packing Contents:

Lock with 3 keys are placed in polythene
bag and packed in duplex carton.

Operation:

Lock can be locked by pressing down
shackle and can be unlocked by
quarter furn of key.

Standard Packing:

Five locks are packed in 3-ply corrugated box of size 97
mm X 66 mm X 50 mm,

Four 3-ply corrugated boxes are packed in 5-ply
corrugated box of size

215 mm X 150 mm X 70 mm

NOTE: A set of these locks with commmon key system can be made to order and supplied. ‘
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Technical data for

Sherlock (50 mm):

Product code : 1620

Baan code . LKXPPB50D
Type : Double locking
Size : 50 mm
Shackle shut height : 25.2 mm

Product Features:

. Body made of solid borass. Applications:
« Hardened shackle with electro-platfing resists
hacksaw cutting. « Main door aldrops in residential and
. Shackle gets engaged at both ends for greater commercial establishments
security. » Collopsible grills
» Precision brass pin tumbler mechanism. . Suitcases
. Rust resistant components ensure smooth operation » Wooden cupboards
for years. o Trunks
« Self-locking action when . Carybags

shackle is pressed

IMPORTANT: Do not ail, lubricate or paint the pin cylinder



Sherlock (50 mm)]

Material Specifications:

StNo. Component Material Finish

Body Brass _ Buffed and Lacquered

Cylinder Brass n

Pins Brass - -

Keys 1 Brass -

Shackle » Steel y Bright nickel-plated

Bolt Brass - -
/

Shackle diameter : 7.15 mm
Thickness of key : 2.0 mm
Number of operating pins : 5 pairs as per key combinations

Operation:

Lock can be locked by pressing down
shackle and can be unlocked by quarter tum
of key.

Packing Contents:

Lock with 3 keys are placed in polythene bag and
packed in duplex carton.

Standard Packing:

Five locks are packed in 3-ply corrugated box of size 97
mm X 80 mm X 60 mm.

Four 3-ply conugated boxes are packed in 5-ply
corrugated box of size

215 mm X 180 mm X 80 mm.

NOTE: A set of these locks with commmon key system can be made to order and supplied.
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Technical data for

Sherlock 60 mm:

Product code . 9940

Baan code © (LKXPPB6OB)
Product Features: Type : Double locking

Size : 60 mm

Body made of solid brass.

. Hardened shackle with electro-plating resists Shackle shut height :31.3mm
hacksaw cutting.

« Shackle gets engaged at both ends for greater
security.

« Precision brass pin tumbler mechanism.

« Rust resistant components ensure smooth
operation for years. . Main door aldrops in residential and

« Selflocking action when commercial establishments
shackle is pressed . Giil gates

» Trunks

« Shutters of godowns, shops, establishments,

Applications:

IMPORTANT: Do not ail, lubricate or paint the pin cylinder



Sherlock (60 mm)]

Material Specifications:

SrNo. Component Material Finish
Body Brass - Buffed and Lacgquered
Cylinder Brass »
Pins Brass . -
Keys 1 Brass - =
Shackle * Steel ) Bright nickel-plated
Bolt Brass - 2
f
Shackle diameter : 8.70 mm -
Thickness of key : 2.0 mm : ‘
Number of operating pins : 6 pairs as per key combinations
Operation:
Lock can be locked by pressing down
shackle and can be unlocked by
quarter tumn of key.
Packing Contents: .

Lock with 3 keys are placed in polythene bag
and packed in duplex carton.

Standard Packing:

Five locks are packed in 3-ply conugated box of size 107 mm X 93
mm X 70 mm.

Four 3-ply corrugated boxes are packed in 5-ply corrugated box of
size 235 mm X 205 mm X 90 mm

NOTE: A set of these locks with commmon key system can be made to order and supplied. ‘
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Technical data for

Sherlock (70 mm):

Product code . 9939

Baan code . (LKXPPB70B)
Type : Double locking
Size : 70mm
Shackle shut height 0 39.9 mm

Product Features:

« Body made of solid brass.

« Hardened shackle with electro-platfing resists
hacksaw cutting.

« Shackle gets engaged at both ends for greater
security.

« Precision brass pin fumbler mechanism.

« Rust resistant components ensure smooth operation

Applications:

« Main door aldrops in residential and
commercial establishments

o Giill gates
for years.
Self-locki i h hackle i d = Tiunks
+ oeliflocking action when Snackie Is pressed. . Shutters of godowns, shops, establishments,
efc.

IMPORTANT: Do not ail, lubricate or paint the pin cylinder



Sherlock (70 mm)

Material Specifications:

SrNo. Component Material Finish
Body Brass Buffed and Lacquered
Cylinder Brasss -
Pins Brass
Keys Brass =
Shackle % Steel ; Bright nickel-plated .
Bolt Brass -
F 4
Shackle diameter: 11.10 mm - ‘
Thickness of key : 2.0 mm
Number of operatfing pins : 6 pairs as per key combinations
Operation:
Lock can be locked by pressing down shackle and
can be unlocked by quarter tumn of key.
Packing Contents: .

Lock with 3 keys are placed in polythene
bag and packed in duplex carton.

Standard Packing:

Five locks are packed in 3-ply corrugated box of size 117 mm X 112 mm X
80 mm.

Two 3-ply corrugated boxes are packed in 5-ply corrugated box of size
135 mm X 130 mm X 100 mm.

NOTE: A set of these locks with commmon key system can be made to order and supplied. ‘






